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INDUSTRIAL FANS
MEDIUM PRESSURE CENTRIFUGAL FANS

1) Motor
- Motors with IE3 efficiency 
- Motor protection degree IP 55
- Maximum temperature of air to be 
conveyed -25ºC +80ºC
- Optional: 120ºC continously
              • 300ºC / 400ºC / 600ºC
              • Explosion Proof

2) Fan
- Sheet steel casing
- Single inlet
- Medium pressure centrifugal fans
- Directly coupled motor
- Painted
- Optional: Electrostatic painted
              • Epoxy painted
              • C5M coating
- Low sound level
- Easy installation and maintenance 
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Orientations

Note: Seen from the drive side



www.cvsair.com.tr                 sales@cvsair.com.tr



INDUSTRIAL FANS
LOW PRESSURE CENTRIFUGAL FANS
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Orientations

Note: Seen from the drive side

1) Motor
- Motors with IE3 efficiency 
- Motor protection degree IP 55
- Maximum temperature of air to be 
conveyed -25ºC +80ºC
- Optional: 120ºC continously
              • 300ºC / 400ºC / 600ºC
              • Explosion Proof

2) Fan
- Sheet steel casing
- Single inlet
- Low pressure centrifugal fans
- Directly coupled motor
- Painted
- Optional: Electrostatic painted
              • Epoxy painted
              • C5M coating
- Low sound level
- Easy installation and maintenance 
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